SPILL PREVENTION, CONTROL AND COUNTERMEASURES
PERMIT NO. 17-NT-3089/201760592

A. General

Spills of any amount of petroleum products or polluting materials are to be prevented. All employees handling fuels
and other hazardous materials must be properly trained. All equipment must be in good operating order. Fuel trucks
transporting fuel to on-site equipment must travel on approved access roads. The following will be followed to help
avoid spills and minimize the impact of spills, which accidentally occur:

Bulk quantities up to 5,000 gallons of diesel fuel and 5,000 gallons of gasoline will be stored in one location
(the fuel depot) for the Project. Adequate spill containment measures, such as containment dikes, combined
with impervious lining will be installed before fuel storage tanks are filled, and will be maintained throughout
the Project. Bulk quantities of hazardous liquids (e.g., solvents and lubricants) will be stored at the fuel depot
locations.

Fuel can be stored at the equipment staging areas and as much equipment as practical will be refueled there.
Any equipment that must be refueled in the field will be fueled from tanks carried to the work site. Fuel
carriers (greater than 110 gallons capacity) will not be permitted to cross wetlands or ford waterbodies.
Equipment refueling will not be performed within 100 feet of any body of water or wetland except by hand-
carried cans (5 gallon maximum capacity) when necessary. If construction equipment must be refueled
within 100 feet of a waterbody, follow the procedures outlined in the project-specific SPCC Plan. Care will
be taken during refueling not to overfill or spill fuel onto the housing of equipment.

Lesser quantities of fuel (up to 500 gallons) and solvents and lubricants (e.g., motor oils, hydraulic fluid) may
be stored along the construction work area as necessary to service equipment used on the Project (quantities
vary depending on the size of the construction spread being used), provided that this storage does not conflict
with other parts of this plan. Sorbent booms and clean-up kits will be kept at all storage locations and will be
readily available at all times,

All fuel storage areas will be located at least 100 feet from streams, ponds, or wetlands; at least 200 feet from
active private water wells, and at least 400 feet from municipal water wells, unless using an operational fuel
storage area established on Columbia property. All fuel storage areas will not be located within any
designated municipal watershed area (except at locations designated for these purposes by an appropriate
governmental authority): Equipment servicing, lubricating and refueling will also be in accordance with these
requirements whenever possible (i.e., except when stationary equipment such as drilling rigs is being used).
Where these conditions cannot be met, the Environmental Inspector will prepare a supplemental SPCC plan,
based on field conditions, to protect these resources.

Use of hazardous materials for vehicle maintenance will follow the same requirements mentioned above for
equipment refueling. Impervious or sorbent materials will be placed under the work area before the work
begins. Additional sorbent materials will also be readily available. Waste materials created during
maintenance (e.g., used oil) will be collected for proper disposal. The work site and the vehicle will be
checked by a Columbia inspector after the maintenance work is complete to ensure that all hazardous
materials are properly contained. All waste material, including partially used or empty containers, discarded
parts, clean up rags, and used sorbent materials, as well as discarded hazardous materials containers (e.g., oil
cans, grease tubes), will be collected for proper disposal.

All motor fuel, lube oil, chemicals, and other polluting substances will be tightly sealed and clearly labeled
during transportation and storage.

Fuel trucks, pumps, mechanics’ vehicles, the contractor’s foremen’s vehicles and Columbia Inspectors’
vehicles, and each construction crew will be equipped with appropriate sized spill kits containing absorbent
materials approved for petroleum products and have sufficient tools and material to stop leaks.

Construction equipment will not be washed in any body of water or wetland, nor will runoff resulting from
washing operations be permitted to directly enter any body of water or wetland area.

Construction equipment, vehicles, materials, hazardous materials, chemicals, fuels, lubricating oils, and
petroleum products will not be parked, stored, or serviced within 100 feet of all bodies of water and wetlands.
These activities can occur closer if the Environmental Inspector determines there are no reasonable
alternatives and appropriate steps are taken to prevent spills and provide prompt cleanup in the event of a
spill.



e  Pumps operating within 100 feet of a waterbody or wetland boundary must utilize appropriate secondary
containment systems.

e Concrete coating activities cannot be performed within 100 feet of a wetland or waterbody boundary, unless
the location is an existing industrial site designated for such use. These activities can occur closer only if the
Environmental Inspector determines there is no reasonable

¢ alternative and appropriate steps (including secondary containment structures) are used to prevent spills and
provide for prompt cleanup in the event of a spill.

e All equipment will be checked, by a Columbia inspector, daily for leaks prior to beginning work in bodies of
water or wetlands. Steps will be taken to repair leaks or remove the equipment from service, if necessary. If
barge mounted equipment is to be employed, the contractor will develop specific spill-prevention plans to be
reviewed and approved by MDE.

B. Spill Cleanup

Spills occurring during construction, operation and maintenance are to be reported immediately to the Monitoring
Center at 1-800-835-7191 in accordance with Columbia policies, plans and procedures (Plan Number 120.02.01).
Columbia’s Environmental Health and Safety department will be responsible for contacting the appropriate agencies,
except as provided for below.

If the call to the Monitoring Center is not returned within 30 minutes and the spill has impacted water, the person
discovering the spill or release will contact the National Response Center at 1-800-424-8802 and report the release.
That person will continue calling the Monitoring Center until a representative is reached.

If a spill should occur, Columbia will ensure immediate action is taken to minimize the impact of the spill, and see that
appropriate cleanup action is immediately undertaken.

In the event of a spill into or in the vicinity of bodies of water or wetlands, the following will occur immediately:
e the source will be immediately stopped;
o the spill will be contained by placing sorbing booms or constructing dikes;

e the spill will be collected with sorbing materials, skimmed off water surfaces with booms, and/or the
contaminated soil will be excavated;

e the waste materials will be properly stored and disposed in accordance with Columbia policy.
The affected areas will be restored as closely as possible to their previous condition.

If the spill is such that Columbia personnel or the on-site contractor cannot immediately and effectively respond,
Columbia’s environmental contractor, who specializes in spill cleanup, will be employed.



